


Orofl ex Professional is constructed of two layers of extruded rubber and two layers of nylon/polyester reinforcement creating 
a hose that is capable of operating at high PSI. This durable hose is ideal for ground water extraction at extreme depths 
and is commonly used to water live stock, wildlife, and to irrigate crops. Our hose is also an excellent choice for dewatering 
applications over smooth or rough surfaces. Orofl ex Professional is supplied with a cable attachment for quick installation and 
effi cient operation.

  OROFLEX PROFESSIONAL

 01901 Orofl ex Professional  2"-52mm 25,500 112 30-200 435-655 1,100 2,450 200-660

 01901R Orofl ex Professional HD  2”-52mm 25,500 112 40-350 580-1150 1,750 3,850 200-660

 01902 Orofl ex Professional   3"-76mm 25,500 112 40-350 580-1150 1,750 3,850 200-660

 01902R Orofl ex Professional HD  3"-76mm 59,000 260 36-350 520-1150 3,800 8,375 200-660

 01903 Orofl ex Professional   4”-102mm 105,000 463 21-200 305-655 3,200 7,050 200-660

 01904 Orofl ex Professional   5"-127mm 160,000 705 21-200 305-655 4,150 9,150 200-660

 01905 Orofl ex Professional   6"-152mm 230,000 1014 21-200 305-655 4,650 10,250 200-660

 

Ref. Description Diameter

Max.
recommended

fl ow

L/h Gpm bar-m psi-ft kg lb m-ft

Max. working
pressure /

Max.
Recommended

Depth

Max. constant
Load *

(service
Conditions)

Length
of Rolls

KEITH GREEN • 713.466.5202 • Cell: 281.723.1908 • kgreen@hammerheadindustrialhose.com


